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CARBON DIOXIDE (CO2)
PORTABLE FIRE EXTINGUISHERS

TECHNICAL SPECIFICATIONS

FireKing CO2, fire extinguishers leave no residue after discharge,
therefore they are ideal for B and electrical fire f
risks involving electrical equipment in residential.

Commercial and industrial environments like computer
rooms, data storage centers etc.

FEATURES :

1.Designed and approved to EN3

2.Clean with no harm to machinery equipment

3.High UV resistant polyester coating for extra
4.protection from extremely harsh elements

5.Chrome plated valve with pressure release mechanism
6.Fitted with anfti-electrostatic hose & horn for effective discharge
7.Complete with metal wall brackets. Heavy duty
8.brackets for marine and truck applications are optional

TECHNICAL DATA

MODEL FKCD2 FKCD5

Body Material STEEL
Extinguishing Medium Cco2 Cco2
Capacity(Kg) 2 5
Height(mm) 565 745
Shell Diameter(mm) 103 136
Working pressure(Bar) 150

Test Pressure 250 250
Full Weight(Kg) 6.20 14.40
Discharge Time Approx

.(Second) 6 9
Temperature Range -30°C-+60°C | -30T-+60°C
Fire Rating 34B 70B
Approved to EN3 v v
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ABC DRY POWDER
PORTABLE FIRE EXTINGUISHERS

TECHNICAL SPECIFICATIONS

ABC Dry Powder is multi-purpose for all A, B, C and Electrical fire risks.
FireKing ABC dry powder are filled with high performance ABC powder
and ideal for residential, commercial and industrial applications
1.Easy squeeze-grip operation and all metal handles

2.Compete with metal brackets

3.Heavy duty brackets for marine and truck applications are optional

TECHNICAL DATA

MODEL FKPD1 FKPD2

PROPELLANT TYPE STORE PRESSURE
EXTINGUISHING MEDIUM ABC Powder | ABC Powder
CAPACITY(KG) 1 2
HEIGHT(MM) SHELL 315 383
DIAMETER(MM) WORKING 80 110
PRESSURE(BAR) 15

TEST PRESSURE 30

FULL WEIGHT(KG) DISCHARGE 1.40 3.60
TIME APPROX.(SECOND) 75 135
TEMPERATURE RANGE adc+6dc 36C + 60°C
FIRE RATING 8A 34B C 13A 89B C
APPROVED TO EN3 v v
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ABC DRY POWDER
PORTABLE FIRE EXTINGUISHERS

TECHNICAL SPECIFICATIONS

Dry Powder is multi-purpose for all A, B, C and Electrical fire risks.

FireKing ABC dry powder are filled with high performance
ABC powder and ideal for residential, commercial and

industrial applications

1.Designed and approved to EN3

2. Factory filled with versatile ABC dry powder for

great fire knock down
3.High UV

resistant polyester

coating for

protection Compete with metal brackets
4.Easy squeeze-grip operation and all metal handles
5.Compete with metal brackets

6.Heavy duty brackets

for

applications are OPTIONAL

TECHNICAL DATA

marine and

extra

fruck

RARIESRD

FKPD4 FKPD6 FKPD9 FKPD12
PROPELLANT TYPE STORE PRESSURE
EXTINGUISHING MEDIUM ABC POWDER | ABC POWDER| ABC POWDER | ABC POWDER
CAPACITY(KG) 4 6 9 12
HEIGHT(MM) 490 540 556 672
SHELL DIAMETER(MM) 130 154 182 190
WORKING PRESSURE(BAR) 15
TEST PRESSURE 30
FULL WEIGHT(KG) 6.80 9.30 13.70 17.40
DISCHARGE TIME APPROX.(SECOND) 17 17 19 30
TEMPERATURE RANGE 38cxedc | -30c+60C 30C+60C | -30C+60C
FIRE RATING 27A144BC | 43A233BC 55A233BC | 55A233BC
APPROVED TO EN3 v v v v
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FOAM EXTINGUISHER
PORTABLE FIRE EXTINGUISHERS

TECHNICAL SPECIFICATIONS

FireKing Foam fire extinguishers provide a cleaner
and also same effective alternative to dry powder
extinguishers for class A and B fire risks.

1.Designed and approved to EN3

2.All models are tested to clause 9.2 of EN3-7 for use

3.High UV resistant polyester coating for extra protection from
extremely harsh elements

4.Polyethylene lined cylinders for corrosion resistance

5. Easy squeeze-grip operation and all metal handles

6. Complete with metal brackets

7.Heavy duty brackets for marine and truck applications are
opftional

TECHNICAL DATA
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MODEL ‘ FKFM6 ‘ FKFM9
EXTINGUISHING MEDIUM AFFF Foam | AFFF Foam / -
CAPACITY(KG) 6 9 WET CHEMICAL
HEIGHT(MM) SHELL 537 620
DIAMETER(MM) 162 182
WORKING PRESSURE(BAR) 15
TEST PRESSURE 30
FULL WEIGHT(KG) 9.60 14.00
g:zscccm;eE TIME APPROX. 29 30
TEMPERATURE RANGE 5°C-+60°C | 5°C-+60°C

FIRE RATING 21a 183b 27A 233B
APPROVED TO EN3 v v AlmE
5
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